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LEO FORSE LED LIGHTS 



Highbay Light 
...................................Leo Forse

Live Brighter..

Colour

Color Temp

Input Voltage

Operating Temp

Life up to 

Power Factor

CRI

Surge

Ingress Protection

Beam Angle 

CW/NW/WW/R/G/B

6500k / 4000k / 3000k

AC 90V-300V

-25°C to 50°C max

50000 Hrs

>0.95

>80

>6kV

IP66

30°, 60°. 90°

As the name indicaters, LED High Bay Lighting is 
designed specifically to illuminate application with high 
ceillings (usually 15-50 feet). The higher the ceiling, the 
more space in needed to light, so it's important that these 
fixtures are powerful and capable of brightening very large 
areas.

Designed with durable high grade caste Aluminium 
housing, these lights can out perform in any weather 
conditions. Good thermal management ensures stable 
working of LED and effective energy consumption.

The High Bay Lighting improves the mood of the 
workers and reduces the rate of error, thus improving the 
factory conditions, and improves the productivity of the 
factory.

High bay LED lights are a better than traditional 
fluorescent, induction or metal halide lights because they 

Specifications*  

Model Number

LF - HBL - 50

LF - HBL - 100

LF - HBL - 150

LF - HBL - 200

LF - HBL - 250

LF - HBL - 300

Power

50W

100W

150W

200W

250W

300W

- High surge protection for electrical durability
- High power OSRAM LEDs used
- PDC Aluminum with top PC Lens
- IP65/IP66 level protection for resistance to Dust and Water
- The high lumens to watts ration results in better conversion of energy
- They are ideal for facilities which are typically vast and cover a lot of
  vertical as well as horizontal space
- Specially used in warehouses, Industrial facilities, manufacturing
  facilities, school and university gymnasiums, municipal facilities like
  community centres or recreation centres, commercial applications
  like department stores.



TP Flood Light's innovative design, use of different optics for beam patterns, best quality lenses and reflectors and high 
grade Aluminium die cast housing makes the product perfect for all applications.
TP LED Flood Lights are fully water and dust sealed. These lights can out - perform in any weather conditions. Its good 
thermal management ensures stable working and effective energy consumption.

-  High surge protection for electrical durability

-  Wide beam angle for illuminating a large area

-  Provides high intensity uniform lighting to illuminate larger area.

-  High Power OSRAM LEDs used

-  IP65/IP66 level protection for resistance to Dust and Water 

-  The high lumen to want ratio results in better conversion of 
energy     

                 used into light

-  They are ideal for ports, parking lots, constructions sites, 
facades,

      monuments, warehouses, industrial outdoors, sports, arenas,

Flood Light 
...................................Leo Forse

Live Brighter..

Colour

Color Temp

Input Voltage

Power Factor

Life up to

Operating Temp

Housing

CRI

Surge

Ingress Protection

Beam Angle

CW/NW/WW/R/G/B

6500K / 4000K / 3000K

AC 90 V-300V

>0.95

50000 Hrs

-25°C to 50°C  max

Aluminium die cast

>80

>6kv

IP66

30°, 60°, 90°, 120°

Specifications*

Model Number
LF - FL - 10 
LF - FL - 20
LF - FL - 30
LF - FL - 50
LF - FL - 100
LF - FL - 150
LF - FL - 200
LF - FL - 250
LF - FL - 300
LF - FL - 400
LF - FL - 500
LF - FL - 600
LF - FL - 1000

Power
10 W
20 W
30 W
50 W
100 W
150 W
200 W
250 W
300 W
400 W
500 W
600 W
1000 W

Panel Light 
...................................

Colour

Color Temp

Input Voltage

Power Factor

Light Angle

Shape

Life Up to

Operating Temp

Material

LED Emission

Driver

CW/NW/WW/R/G/B

6500k / 4000k / 3000k

AC 90V-300V

>0.95

120°

Round / Square

50000 Hrs

-25°C to 50°C max

Aluminium

Edge Lit

External

Specifications*  

Model Number

LF - SPL - 3

LF - SPL - 6

LF - SPL - 9

LF - SPL - 12

LF - SPL - 15

LF - SPL - 18

LF - SPL - 24

LF - SPL - 30

Power

3W

6W

9W

12W

15W

18W

24W

30W

SURFACE PANELS 
Aluminium housing with excellent heat dissipation

High quality LGP Panel for uniform spread of light without any dark spots
Installation Type : Recessed or Surface Mounted

The detailed components of
Zero LED Panel 

RECESSED



Street Light 
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Live Brighter..

LENTE 

STRETA GLASS

POWER METAL 

Colour

Color Temp

Input Voltage

Power Factor

Life up to

Operating Temp

Housing

CRI

Surge

Ingress Protection

CW/NW/WW/R/G/B

6500K / 4000K / 3000K

AC 90V-300V

>0.95

50000 Hrs

-25°C to 50°C  max

Aluminium die cast

>80

>6kV

IP66

Specifications*  

Model Number

LF - SL - 20

LF - SL - 24

LF - SL - 30

LF - SL - 36

LF - SL - 50

LF - SL - 72

LF - SL - 80

LF - SL - 100

LF - SL - 120

LF - SL - 150

LF - SL - 200

LF - SL - 220

LF - SL - 250

LF - SL - 300

Power

20W

24W

30W

36W

50W

72W

80W

100W

120W

150W

200W

220W

250W

300W

-  Slim body with lens

-  Economical range 

-  Heavy body for better heat dissipation

-  More used in higher ratings 

-  Higher ratings available against demand

-  With glass & metal frames 



Conceal Light
...................................

Leo Forse
Live Brighter..

BLEUE SILBER Colour

Color Temp

Input Voltage

Power Factor

Light Angle

CRI

Surge

Life up to

Operating Temp

Shape

LED Emission

Driver

CW/NW/WW/R/G/B

6500K / 4000K / 3000K

AC 90 V-300V

>0.95

120°

>80

>4kv

50000 Hrs

-25°C to 50°C max

Round

Backlit Lit

Internal 

Specifications*

Power

8W

10W

Model Number

FL - SLB-8

FL - SLB-10

K* - CW / NW / WW / R / G / B / P

Bulb & Tube 
...................................

Colour

Color Temp

Input Voltage

Power Factor

CRI

Light Angle

Life up to

Operating Temp

CW/NW/WW/R/G/B

3000K - 6500K

AC 90V-300V

>0.95

>80

180°

50000 Hrs

-25°C to 50°C max

Specifications* Specifications*

Model Number

LF - B - 9

LF - B - 12

LF - B - 16

LF - B - 20

LF - B - 40

LF - B - 50

Model Number

LF - TL - 22

LF - TL - 40

LF - TL - 60

Power

9W

12W

16W

20W

40W

50W

Power

22W

40W

60W

Bulb Tube Lights 

The Cooling Effect
-  
-  Higher ratings 8W and 9W are available

-  These series are designed in Aluminium housing

-  Better heat dissipation & efficiency due to Aluminium body

-  Red, Green, Blue and Pink colours also available
-  3-in-1 panels : having all three type of lights 
   (CW-NW-WW) in one
-  panel operates with a click of switch 

Longer Life



APPLICATIONS :

FEATURES OF SEMI INTEGRATED SSL

Factories, hospitals, commercial buildings, residentials, colleges, farm houses, apartments, rural lighting gram 
pandchayats, roadway lighting smart cities, parks, bus depots, parkings etc., 
Three types of Ulica SSL are available
1. Integrated Solar Street Light-Solar Panel is 

external to the Luminary.
2. All-in-one Solar LED Street Lights. All parts are 

part of a Luminary.
3. All in -one Solar LED Street Lights-All parts of a 

Luminary, designed for gardens, parks etc.,

MPPT Charge Controller   |   Dusk to Dawn Uperations
Intelligent Dimming           |   PIR Motion Sensor (optional)
Autonomy for 1 day / 2 day as desired   |   Proper PV Module Placement
Completely waterproof (IP65, IP66 rating) design 

Solar Street Light 
...................................Leo Forse

Live Brighter..

 Integrated Solar LED Street Light

All-In-One Solar LED Street Light

1x1,  2x2, 1x2

Model 

LF - SSL - 20

LF - SSL - 30

LF - SSL - 50

LF - SSL - 60

LF - SSL - 80

LF - SSL - 100

LED Light (W)

20W

30W

50W

60W

80W

100W

Solar LED Street Light 
LED Lamp
LED
Solar Pane
Battery Type
Charging Time
Discharging Time 
LED
Material

Bridgelux 5050, 3030
3000k-6500k
Mono
LiFePO4 6,4V 12Ah
6-8 hours
20-24 hours
110 lm/w
Aluminum / Metal Frame

Cob Down Light

Clean Room 
Fitting Light

Specifications*  

WATT

3W

7W

12W

18W

24W

30W

Colors 

WH I WW I NW

WH I WW I NW

WH I WW I NW

WH I WW I NW

WH I WW I NW

WH I WW I NW

Model Number

LF - COB - 3W

LF - COB - 7W

LF - COB - 12W

LF - COB - 18W

LF - COB - 24W

LF - COB - 30W



Decorative & Profile Light 

Special Light for Turf & Pickelball Ground

Cylinder Light

Wall Light

Up Down Light

...................................

...................................

Leo Forse
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Flame Proof Light



Customer Care Number
9500578101

No.75, 1st Floor, Sri Nathan Nagar, Villupuram Main Road,
Villianur, Puducherry - 605 110. 
E : salesleoforseled@gmail.com   |   W : www.leoforse.com

LEO FORSE LED LIGHTS
MANUFACTURE 

Highmast Light 
12mt | 16mt | 20mt | 24mt | 30mt

...................................
All in One Solar Street Light 

Street Light 
5mt | 6mt | 7mt | 9mt | 10mt

5mt | 6mt | 7mt | 9mt | 10mt

5mt | 6mt |7mt | 9mt | 10mt | 12mt
...................................

...................................

...................................

We also deal with poles & lights for NH projects. 
Company Projects & Govt. Projects.

Special All In One Solar Street With Pole for Layout Plots.

Also Deal with 
Octagonal Poles 
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